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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Start 



I 



Inserting the medium into 

the printer with a first 
orientation on the medium 



Printing a first calibration 
feature on the medium at 
a first lateral location 



Reinserting the medium 
into the printer with a 
second orientation rotated 
180 degrees from the first 
orientation 



Printing a second 
calibration feature at a 
second lateral location on 
the medium 



Stop 
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FIG. 6 
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Start 



Locating a first lateral 
scan position of the first 
calibration feature 



i 



Locating a second lateral 

scan position of the 
second calibration feature 



Adjusting a lateral 
calibration factor based on 
the first and second lateral 
scan positions 



T 



Stop 
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Start 



Inserting the medium of a 
first medium size into the 
printer 



Configuring the printer to 
print as if printing on a 
second medium size 
greater than the first 
medium size 



T 



Printing a first calibration 
feature extending past a 

normal printing limit 
toward a first edge of the 
medium 



Stop 
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Start 



I 



Inserting the medium of a first 
medium size into the printer 



t 



Configuring the printer to print as if 
printing on a second medium size 
greater than the first medium size 



T 



Printing a first calibration feature 
extending past a normal printing 
limit toward a first edge of the 
medium 



Reinserting the medium into the 
printer at a second orientation 
reoriented by 180 degrees from an 
original printing orientation 



Pnntingarsecond calibration feature 
on the medium extending past a 
normal printing limit toward an 
opposite edge of the medium so the 
second calibration feature extends 
toward the opposite edge of the 
medium from the first calibration 
feature 



Stop 
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Start 



Feeding the calibration 
target into the scanner 



Determining a parameter 
associated with scanning 
of the calibration feature 



Adjusting the medium 
edge sensitive aspect of 
the scanner based on the 

parameter relative to a 
reference value 



Stop 
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St art J 

Feeding the calibration 
target into the scanner 



Determining a first 
parameter associated with 
scanning of the first 
calibration feature 



Determining a second 
parameter associated with 
scanning of the second 
calibration feature 



Calculating a medium 
length calibration factor 
based on a difference 
between the first and 
second parameter 
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